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Abstract
is study aims at deriving the e ective poroelastic properties of the oolitic limestones based on the Hashin composite sphere assem-
blage (CSA) micromechanical theory. e microstructure of oolitic limestones generally exhibits an assemblage of grains (oolites) sur-
rounded by a matrix. Grain and matrix are linked via the interfacial transition zone (ITZ). Pores exist in these three material phases
(oolite, ITZ and matrix). A two-step homogenization method is proposed. e rst step consists of upscaling the properties of each
porous phase (i.e. porous oolite, porous ITZ and porous matrix) in which each phase contains two sub-phases including pore and solid.
e di erential self-consistent scheme is used for the rst step. At the second step, the three di erent porous constituents (oolite, ITZ
and matrix) are assembled in a CSA model. A mathematical analogy between thermoelasticity and poroelasticity is used to obtain
the e ective poroelastic properties. A comparison between the proposed model and test data on the oolitic limestone from Bourgogne

(France) helps to calibrate the model parameters and to highlight the role of ITZ phase.

Keywords: oolitic limestone; tow-step homogenization; CSA; poro-elastic properties; di erential self-consistent

1. Introduction

Knowledge of the poroelastic properties (drained and
undrained bulk and shear moduli; Biot coe cient; Biot mod-
ulus; Skempton’s coe cient, etc.) is signi cant for numerous
environmental and industrial engineering problem. Indeed,
thermo-poroelastic approach is usually considered for the de-
sign of geological sequestration of CO2 (Seyedi et al., 2011,
2015); nuclear waste disposal (Vu et al., 2019; Conil et al.,
2020; Seyedi et al., 2017.); petroleum reservoir engineering
(Trieu, 2010, 2011); geothermal energy production (Han et
al., 2019); groundwater (Kim, 2004); etc. e fully coupling
between mechanical and hydraulic phenomena is performed
based on the fundamental theory of Biot (Biot, 1941; Coussy,
2004), which considered a saturated porous medium as a su-
perposition of two continua: skeleton and pore uid. e po-
roelastic behaviour of the porous media is described by four
state variables: total stress tensor; strain tensor of the skeleton;
pore pressure and the uid mass variation. Main parameters
of the poroelasticity are bulk and shear moduli and Biot co-
e cient, in which Biot coe cient is the key parameter of hy-
dromechanical coupling. Indeed, the Biot coe cient appears
in the e ective stress equation and the uid mass balance
equation (Coussy, 2004).

Porous carbonate rocks are the host formation of nu-
merous petroleum reservoir around the world (Xu & Payne,
2009). erefore, determination and prediction of physical
properties of carbonate rocks are paramount in geophysics
and geomechanics. Field measurement (e.g. log well tech-
nique) allows measuring the elastic properties (compres-

sional and shear ultrasonic wave velocities) of the host rock
(Nguyen et al., 2015, 2017). However, laboratory test on the
sample, including drained, undrained, pore pressure load-
ing and unjacketed tests, must be had recourse to determine
the complete poroelastic properties (Lion et al., 2004). Some
properties can be measured directly or indirectly from a labo-
ratory test (Lion et al., 2004). Besides, theoretical and numeri-
cal methods such as micromechanical approach (Dormieux et
al., 2006; Giraud et al., 2012; Levin & Alvarez-Tostado, 2006;
Nguyen et al., 2017) or machine learning (Madhubabu et al.,
2016) have been widely used to predict and extrapolate the
poroelastic properties of carbonate rock from measured data.

is study aims at proposing a theoretical model based
on two-steps homogenization of poroelastic properties of a
limestone from Bourgogne (France) (Lion et al., 2004). is
limestone belongs to the oolitic rocks. Microstructure obser-
vation evidence that the limestone is a formation of concen-
tric ooids (oolitic grain) nearly spherical coated by a thin lay-
er with high porosity and then a matrix. e oolite consists of
micrite and pore, while the surrounding matrix is constituted
by cementitious sparite and pore. Many studies in the litera-
ture on various limestones have shown similar microstructure
(Chenetal., 2017; Fabre & Gustkiewicz, 1997; Grgic, D, 2011;
Hart & Wang, 1995). e composite sphere assemblage (CSA)
models proposed by Hashin (Hashin, 1962) is quite suitable
for this microstructure of limestone. Moreover, CSA model
is also appropriated for materials containing intermediate
and large volume fractions of grains when estimating their
poroelastic properties. Whereas, the matrix-inclusion meth-
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Fig. 1. Two-step micro-meso and meso-macro upscaling model for the oolitic rock (three phases of composite sphere assemblage: ooid (0); ITZ (i) and matrix (m))
Rys. 1. Dwuetapowy model zwigkszenia mikro-mezo i mezo-makro dla skaty oolitycznej (trzy fazy komplesowego zbiéru ooid (0); ITZ (i) i macierz (m))

od based on Eshelby solution (Eshelby, 1957) coupling with
a homogenization scheme (e.g. Non-interaction (Sha ro et
al., 2000); Mori-Tanaka (Mori & Tanaka, 1973); Di erential
(Norris, 1985; Nemat-Nasser & Hori, 1999); Self-consistent
(Hill, 1965; Nguyen et al., 2020; Vu, 2012, 2018); Di erential
Self-consistent (Norris, 1985; Zimmerman, 1996); Iterative
Self-consistent (Zouari et al., 2008); Adaptative (Nguyen et
al., 2016, 2019, 2020), Hashin et Strickman borns (Hashin &
Shtrikman, 1962, 1963), etc.) is proper for the low and mod-
erate volume fraction of grains.

In the framework of CSA model, oolitic limestone is con-
sidered as a four-phase model including concentric phases:
porous ooid; porous matrix and thin porous layer represent-
ing the interphase or interfacial transition zone (ITZ) between
grain and matrix. ITZ exhibits as a weakness zone, where the
porosity is normally much higher, and the sti ness is lower
than the oolitic grains and the cementation sparite matrix.

e role of the interphase of the rock-composite material is
similar to the interface (ITZ) between aggregate and cement
matrix in concrete material (Pham et al., 2020; Nguyen et al.,
2016, 2019). Two-steps upscaling is proposed to derive the
closed-form solution of poroelastic properties of the oolitic
limestone. At the rst step, the properties of three phases: 0o-
lities (micropore and micrite solid); ITZ (micropore and skel-
eton solid) and surrounding matrix (micropore and sparite
solid) are determined based on the di erential self-consistent
scheme. At the second step, oolites, ITZ and embedding ma-
trix are homogenized in the framework of Hashin four-phase
CSA models, in which, ooid is assumed to be spherical while
ITZ and matrix are represented by spherical shells. e case
without ITZ is also considered to show the role of ITZ when
deriving the poroelastic properties of the oolitic rock.  ree-
phase CSA model in the latter case is the well-known general-
ized self-consistent scheme. e derivation of the poroelastic
properties of porous rock is based on the correspondence be-
tween the linear poroelasticity and the linear thermoelastici-
ty (Berryman, 1997; Berryman & Milton, 1991, 1992; Levin
& Alvarez-Tostado, 2003). Properties of each constituent at
the rst step of homogenization are taken from the literature.
Comparison with the measurement of the limestone from
Bourgogne (France) shows the accuracy of the proposed ho-
mogenization-based model.

2. A two-step homogenization model
Two-step homogenization model (micro-meso and
meso-macro) is proposed to derive the overall poroelastic

properties of the oolitic limestone, which is considered as a
concentric spherical assemblage of three phases: ooids, inter-
phase (ITZ) and cementitious matrix. Each phase is consti-
tuted by pore and calcite mineral (micrite for ooids and ITZ
and sparite for matrix). In the following, pore and calcite (mi-
crite, sparite) are referred to the microscale. Ooid, ITZ and
cementation matrix are designated the mesoscale. A represen-
tative elementary volume (REV) of limestone is envisaged as
the macroscale. e rst upscaling from the microscopic to
the mesoscopic scales (step 1) is performed based on the dif-
ferential self-consistent scheme (Norris, 1985; Zimmerman,
1996). e step Il is the second upscaling from the meso-
scopic to macroscopic scale, which is carried out by the CSA
four-phase model (Hashin & Monteiro, 2002). Fig. 1 shows
the schematically principle of the two-step upscaling to derive
the poroelastic properties of the limestone.

We consider a REV Q of limestone constituted by three
phases oolities (0) with volume Qo, interphase (i) with vol-
ume Qi and surrounding matrix (m) with volume Qm. e
volume fraction of these three phases are de ned by

a0 o 4+ £, =1 1
f‘,-ﬂ;f_.-ﬂsfm-ﬂ,fﬁfﬁrf. 1)

e total porosity Qp is decomposed into three parts at
the microscale: ooid porosity Qop; interphase porosity Qip
and matrix porosity Qmp. We de ne

Qq_, O—p gl.up O‘P
T B )

At the rst step one de nes the ooid, ITZ and matrix po-
rosities as:
Q, fo .. .
_{;:H‘::f (j=0,i,m) 3)
At the microscopic scale, the skeleton solid of three con-
stituents (o, i, m) is assumed to be isotropic. e elastic sti -
ness and compliance fourth-order tensors C and S, are

S U g

C, =3I+ 03k +E{,’\ (4)

where kj and yj are the bulk and shear moduli of the constitu-
entj (j=o,i,m). r, Jand E refer to the fourth-order symmetric
identity tensor, spherical and deviatoric tensors, i.e.

Lie o s L
L =5[‘U";. + 8,8, ) T =3l

Kj«'u.-' = I['[t.' - jf[u.- (5)

(3, is the Kronecker delta).

32

Inzynieria Mineralna — Lipiec — Grudzier 2020 July — December — Journal of the Polish Mineral Engineering Society



Tab. 1. Parametry wejsciowe dla dwuetapowego trybu homogenizacji

Tab. 1. Input parameters for two-step homogenization mode

Parameters Ooid (0) Interphase (i) Matrix (m)
k (GPa) 76 1.52 76

u (GPa) 36.8 0.736 36.8

volume fraction fj (j=0,i,m) 0.70 0.015 0.285
Porosity fjp (j=0,i,m) 0.119 0.010 0.070

Tab. 2. Macroscopic poroelastic properties of the studied limestone
Tab. 2. Makroskopowe wiasciwosci poroelastyczne badanego wapienia

Properties Measure Model without ITZ Model with ITZ
Total porosity ¢ 0.199 0.199 0.199

Young’s modulus E (GPa) 24.6 61.73 24.5

Poisson ratio 0.27 0.22

Solide phase modulus ks (GPa) 63.23 76 53.38

Drained modulus kq (GPa) 14.65 43.83 14.49

Shear modulus (GPa) 15.77 23.90 10.07

Biot coefficient b 0.77 0.42 0.76

Solid Biot modulus M (GPa) 9.214 9.7656 9.208

Fig. 2. Micro-petrographic observation of the Bourgogne limestone (Lion et al., 2004)
Rys. 2. Obserwacja mikropetrogra czna wapienia z Bourgogne (Lion i in., 2004)

Fig. 3. Microstructure of an ooid constituted by micrite crystals and ne porosity (Lion et al., 2004)
Rys. 3. Mikrostruktura ooidu ustawiona z krysztatow mikrytowych i drobnej porowatosci (Lion i in., 2004)

Micro-meso transition (step 1)

e rst step of micro-macro upscaling results in the
overall poroelastic properties of three constituents including
porous oolite; porous matrix and porous interphase. Each
constituent is composed of pore and skeleton solid. As shown
by (Nguyen et al., 2011), di erential self-consistent scheme
seems to be the most appropriated for two-step homogeniza-
tion models for poroelasticity, which is thus adopted in this
study.

E ective linear poroelastic constitutive equations at the me-
soscale, with the assumption of zero initial stress and zero initial
pore pressure, are written as follows ( Dormieux et al., 2006).

E=C:E-BP (6)

A=

—h =B By

where X, E represents the mesoscopic stress and strain
tensor; ¢ the porosity; P the pore pressure; B'j the Biot tensor
coe cientand N'j the solid Biot modulus (j=0,i,m).
Micro-macro compatibility condition yields:

\=J

e ey 1 N
B =i1-5,2C)), 57 =(B - A7) -5 %

in which, is the second-order identify tensor.
For the particular case where both solid constituent j and
solid skeleton are isotropic and homogeneous, we have

E=(3kJ+2K):E-b]Pi
s-6-NLEeir ®)

Feti g K L 8T ©)
=; =Y Fabi T

Assuming the solid phase and pore take the spherical
shape at the microscopic scale, di erential self-consistent ap-
proach gives an estimation of elastic properties such as (Nor-
ris, 1985; Zimmerman, 1996)

3512

ﬂf”",[l_j;}:flfﬁ-[ﬂf“/ﬂj] |
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Fig. 4. Variation of bulk modulus of ooid and cement matrix versus their porosity (step 1)
Rys. 4 Zmiana modutu objetosciowego ooidu i matryce cementowe w zaleznosci od ich porowatosci (etap I)

Fig. 5. Variation of shear modulus of ooid and cement matrix versus their porosity (step I)
Rys. 5. Zmiana modutu Scinania ooidu i matryce cementowe w zaleznosci od ich porowatosci (etap I)

in which,
1-5v, 3k, —4u,

K, =% __ % ;

T2+ 6k,

(11)

erefore, the mesoscopic bulk and shear moduli are the
root of the nonlinear equations 10. e Biot coe cient and
Biot modulus are determined from the equation 8.

(12)

Once the mesoscopic poroelastic properties are formed by
equations 10, 11, and 12, they are introduced in the next step
(step I1) to determine the overall properties of the limestone
based on the CSA model (four-phase model).

Meso-macro transition (step I1)

e second step (step Il) consists in the upscaling from
the mesoscale (i.e. oolite, ITZ and matrix) to the macroscale
(limestone) by using the three-phase composite sphere model
(or four-phase model). e homogenized linear poroelastic
constitutive equation reads

(13)

where C" . B" and N" - denote the fourth-order e ec-
tive macroscopic sti ness tensor; the second-order Biot coef-
cient tensor and the solid Biot modulus.
It is worth to notice that the constitutive equations of
linear poroelasticity and those of linear thermoelasticity are

similar (Berryman, 1997; Berryman & Milton, 1991, 1992;
Levin & Alvarez-Tostado, 2003).  erefore, the poroelastic
properties of three-phase CSA (or four-phase model) can
be obtained from the known results of such a model in the
framework of the thermoelastic theory (He & Benveniste,
2004; Herve, 2002; Herve & Zaoui, 1993). Herea er, the -
nal solution of poroelastic properties of limestone in step 11 is
shown. Detailed development resulting in these results were
presented in (Nguyen, 2010).
e bulk modulus:

(14)
where:

(15)
and the Biot coe cient:

(16)
With:

(17)
and the Biot modulus:

(18)
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Fig. 6. Variation of Biot coe cient of ooid and cement matrix versus their porosity (step I)
Rys. 6. Zmiennos¢ wspdtczynnika Biot'a matrycy ooidalu i matrycy cementowe w zaleznosci od ich porowatosci (etap 1)

Fig. 7. Variation of 1/N of ooid and cement matrix versus their porosity (step 1)
Rys. 7. Zmiana 1/N ooidu i matryce cementowe w zaleznosci od ich porowatosci (etap I)

In which:

(19)

In the case without the interphase becomes the well-
known two-phase CSA model (the assemblage of oolitic grain
coated by matrix). e solution of such case is obtained by
taking f, = 0 in equations from 14 to 19.

(20)

)

(22)

ee ective Biot modulus obtained by the following relation:

(23)

Hashin (Hashin, 1962) considered only two layers and
obtained an identical formulation for bulk modulus as the

solutions .....

3. Application of the present model to limestone from
Bourgogne (France)

3.1. Studied oolitic rock

e material studied in this work is an oolitic limestone
extracted from Bierry-les-Belles-Fontaines, in Bourgogne
(France). Di erent observation techniques including X-ray
di raction (XRD), optical microscopy (OM) and scanning
electron microscopy coupled with an energy dispersive spec-
trometer (SEM-EDS) were used for petrographic study. Mi-
crostructure characterization evidenced that the limestone is
an assemblage of ooids of size 100-1000 um made of concen-
tric spheres of calcite (Fig. 2). Sparite (coarse crystalline cal-
cite) and minor micrite (micro-crystalline calcite with a grain
size ner than 4 pm) are present in the cement matrix. SEM
photomicrograph shows that an ooid is constituted by micrite
crystals and microporosity (Fig. 3). At a centimetric scale, the
rock can be considered as homogeneous. Both sparite and mi-
crite are made of 100% CaCO3.

Poro-elastic properties of the considered rock were char-
acterized by an experimental device enabling con ning pres-
sure (< 60 MPa) to be applied, injected or expelled uid mass
and strains to be recorded. e main poroelastic properties
can be determined either by direct or indirect measurement.
Drained bulk modulus kd is measured by keeping a constant
pore pressure (drained condition AP =0) when increasing the
isotropic con ning pressure.  us, the drained bulk modulus
is the ratio between the variation in con ning pressure AP,
and the variation in volumetric strain Aev. Undrained bulk
modulus ku and Skempton’s coe cient B are measured when
increasing the con ning pressure on the saturated sample un-
der undrained condition. B is the ratio between the variation
in pore pressure AP, and AP_. k is the ratio between AP_and
Aev. e matrix bulk modulus ks is determined when con-
trolling AP, = AP_and k_ is the ratio between AP_and Aev. k,
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k. and porosity ¢ are known, the Biot coe cient b and the
Biot modulus M can be determined indirectly from equations
9 and 23. Besides, these two poroelastic parameters can also
be measured directly by the experimental device. To measure
Biot coe cient b, a uid injection into the sample under the
drained condition when keeping a constant con ning stress
(AP, = 0) was performed. We obtain b = k xAev./AP,. On
the contrary, M can be measured from an undrained hydro-
static test. A recording of pore pressure variation yields M =
-(1/b)xAP /Agv. Details about the measurement and test data
were presented by (Lion et al., 2004).

3.2. Comparison between the proposed model and test data
e parameters of the two-step homogenization models
include the bulk and shear modulus of micrite and sparite
(kmi, umi, ksp, psp); porosity of three phases fpo, fpi, fpm
and the volume fractions of oolites, e elastic properties of
micrite and sparite were deduced from microidentation tests
on Lavoux limestone (France)(Giraud et al., 2012). Moreover,
the repartition of porosity within that limestone at the me-
soscale was also given by Giraud (Giraud et al., 2012).  ese
known parameters from Lavoux limestone is adopted in this
study for Bourgogne limestone (Table 1). Fig. 4 to Fig. 7 show
the poroelastic properties of porous ooid and porous matrix
as a function of their porosity, which are resulted from the
step I. e results of step Il of the proposed model are given
in Table 2 for two cases with and without ITZ. Comparison
of model results to the test data of (Lion et al., 2004) shows
that the four-phase model is quite appropriated to predict

the poroelastic properites of oolitic limestone. Moreover, this
comparison also evidences the role of ITZ in the prediction.

4. Conclusion

is paper presents an analytical model to predict the po-
roelastic of oolitic rock. e studied material appears as an
assemblage of three layers including spherical oolitic grain
coated by double spherical shells mince interphase and ce-
ment matrix. Ooid and interphase are made by micrite (mi-
cro-crystalline calcite) and micropores, while cement matrix
is constituted by sparite (coarse crystalline calcite) and mi-
cropores. Based on the petrographic characterization of this
rock, a two-step homogenization model is proposed. e step
I consists of the micro-meso upscaling, which homogenize
the properties of ooid, ITZ and matrix based on the di er-
ential self-consistent scheme. e step Il adopts the three
phase composite sphere model (four-phase model) to obtain
the overall poroelastic of the rock. e derivation process is
based on the correspondence between constitutive equations
of poroelasticity and those of thermoelasticity. e validation
of the proposed model is shown by the comparison between
test data. e comparison between three-phase model (with-
out 1TZ) and four-phase model shows the signi cant role of
the interphase.
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Dwu-etapowa homogenizacja wtasciwosci poroelastycznych wapienia

W artykule, przedstawiono wyniki badan efektywnych wiasciwosci poroelastycznych wapieni oolitowych w oparciu o teorie mikro-
mechaniczng ztozonego zespotu kul Hashin (CSA). Mikrostruktura wapieni oolitycznych wykazuje generalnie zbidr ziaren (oolitow)
otoczonych matryca. Ziarno i matryca sg potaczone za posrednictwem miedzyfazowej strefy przejsciowej (1TZ). W tych trzech
fazach materiatu (oolit, ITZ i matryca) istniejg pory. Zaproponowano dwuetapowag metode homogenizacji. Pierwszy etap polega na
zwigkszeniu skali wasciwosci kazdej porowatej fazy (tj. Porowatego oolitu, porowatej ITZ i porowatej matrycy), w ktorej kazda faza
zawiera dwie podfazy: porowa i stata. W pierwszym etapie zastosowano réznicowy schemat samouzgodnienia. Na drugim etapie trzy
rézne porowate skfadniki (oolit, ITZ i matryca) sg sktadane w modelu CSA. Matematyczne analogie miedzy termosprezystoscig a
poroelastycznoscig s wykorzystywane do uzyskania efektywnych wiasciwosci poroelastycznych. Poréwnanie proponowanego modelu
z danymi testowymi dotyczacymi wapienia oolitycznego z Bourgogne (Francja) pomaga skalibrowa¢ parametry modelu i podkreslic
role fazy ITZ.

Stowa kluczowe: wapieri oolityczny; homogenizacja dwuetapowa; CSA; wkasciwosci poroelastyczne; zréznicowana spojnosé wasna.
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